
765764

Tam
per 

Resistance
Functional

Plastic
Inch

W
ashers/ 

Lock N
uts

V
acuum

 
A
pplication

Low
 Profile, 

Sm
all Head

High 
Performance S.S.

Titanium
Special 
M
aterial

Chem
ical 

Resistance
Special Surface 
Treatment

Captive/
Full Thread

M
iniature

Hexalobular
Socket Head

Plugs
Special Screw

s

He
xa
lo
bu
la
r

So
ck
et
 H
ea
d

In
ch

W
as
he
rs
/ 

Lo
ck
 N
ut
s

Ta
m
pe
r 

Re
si
st
an
ce

V
ac
uu
m
 

A
pp
lic
at
io
n

Lo
w
 P
ro
fil
e,
 

Sm
al
l H
ea
d

Hig
h 

Pe
rfo
rm
an
ce
 S.
S.

Ti
ta
ni
um

Sp
ec
ia
l 

M
at
er
ia
l

Ch
em
ic
al
 

Re
si
st
an
ce

Sp
ec
ial
 Su
rfa
ce
 

Tr
ea
tm
en
t

Ca
pt
iv
e/

Fu
ll 
Th
re
ad

M
in
ia
tu
re

Pl
ug
s

Fu
nc
tio
na
l

Pl
as
tic

Sp
ec
ia
l S
cr
ew
s

▶https://www.nbk1560.com

Individual Sales ➡P.794 Cleanroom Wash & Packaging ➡ P.792 Screw Length Adjustment ➡ P.796 Vibration Resistant ➡ P.795 Modification process for captive use ➡ P.791

SPC-P Plastic Screw -  Cross Recessed Pan Head Machine Screws -  PC
Selection
Tool

CAD
Download

Available / Add'l charge Available / Add'l charge Not AvailableAvailable / Add'l charge Not Available
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 ● PC (polycarbonate) has the highest shock 
resistance of engineering plastics.
 ● Max. Operating Temperature＊＊ (min./max.）：
-40/115 deg C
 ● PC has low water absorbency and excellent 
weather resistance.
 ● The properties and precautions of plastic screws
 ➡   P.724 

 ● Part number specification

SPC-M5 - 20 - P
Product
Code

◀1  ◀2  Product
Code

Order in number of packs.
The minimum order quantity is 1 piece. ➡   P.794 

Part Number Qty per pack＊1

SPC-M1.7-P 50

SPC-M2-P 50

SPC-M3-P 50

SPC-M4-P 50

SPC-M5-P 50

SPC-M6-P 20

 ＊1 The minimum order quantity is 1 piece. ➡   P.794  

Part Number M◀1  L◀2  D1 L1

Tension＊1
Rupture
Load
（N）

Torsional＊1
Torque
（N・m）

Mass (g)

SPC-M1.7-P M1.7 3 4  2.5 0.5   47 0.02 0.0066 - 0.0085

SPC-M2-P M2 3 4 5 6  3.5 1.3  112 0.05 0.02   - 0.028

SPC-M3-P M3 5 6 8 10 12 15  5.5 2  300 0.22 0.075  - 0.14

SPC-M4-P M4 6 8 10 12 15  7 2.6  515 0.54 0.16   - 0.27

SPC-M5-P M5 10 12 15 20  9 3.3  750 1.03 0.38   - 0.56

SPC-M6-P M6      10 12 15 20 25 10.5 3.9 1080 1.37 0.6    - 1

Unit：mm

 ＊1 Values in chart are for reference only. They are not guaranteed values. The recommendation torque is 50％ of the torsional torque. 
 ●M1.7 is black.

 ● Application
Electrical and electronic equipment and automobiles

 ● Material/Finish
SPC-P

Main body PC（Polycarbonate）/Transparent＊

Heat Resistance Temperature＊＊ 115℃

 ＊ SPC-M1.7-3-P SPC-M1.7-4-P  are black. 
 ＊＊This is the value for the plastic material. The maximum 
operating temperature of the product changes with performance 
conditions such as tightening torque. 

RoHS Compliant

▶https://www.nbk1560.com

Individual Sales ➡P.794 Cleanroom Wash & Packaging ➡ P.792 Screw Length Adjustment ➡ P.796 Vibration Resistant ➡ P.795 Modification process for captive use ➡ P.791

SPC-N/SPC-W Plastic Screw -  Hex Nuts / Washers -  PC
Selection
Tool

CAD
Download

Available / Add'l charge Not Available Not AvailableAvailable / Add'l charge Not Available
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 ● PC (polycarbonate) has the highest shock 
resistance of engineering plastics.
 ● Max. Operating Temperature＊ (min./max.）：
-40/115 deg C
 ● PC has low water absorbency and excellent 
weather resistance.
 ● The properties and precautions of plastic screws
 ➡   P.724 

 ● Part number specification

SPC-M4-N
◀1  

Order in number of packs.
The minimum order quantity is 1 piece. ➡   P.794 

[ SPC-N ]Hex Nuts
Part Number◀1  M B T Mass (g) Qty per pack＊1

SPC-M2-N M2  4 1.6 0.019 50

SPC-M3-N M3  5.5 2.4 0.052 50

SPC-M4-N M4  7 3.2 0.12 50

SPC-M5-N M5  8 4 0.18 50

SPC-M6-N M6 10 5 0.37 20

Unit：mm

 ＊1 The minimum order quantity is 1 piece. ➡   P.794  

[ SPC-W ]Washers
Part Number◀1  d D t Nominal Mass (g) Qty per pack＊1

SPC-2-W 2.1  4 0.5 2 0.0055 100

SPC-3-W 3.3  8 0.8 3 0.04 100

SPC-4-W 4.5 10 0.8 4 0.06 100

SPC-5-W 5.5 12 0.8 5 0.086 100

SPC-6-W 6.5 13 1 6 0.12  50

Unit：mm

 ＊1 The minimum order quantity is 1 piece. ➡   P.794  

 ● Application
Electrical and electronic equipment and automobiles

 ● Material/Finish
SPC-N / SPC-W

Main body PC（Polycarbonate）
Heat Resistance Temperature＊ 115℃

 ＊This is the value for the plastic material. The maximum operating 
temperature of the product changes with performance conditions 
such as tightening torque. 

RoHS Compliant


